W

MD 2/4 IS ASSUMED TO RUN
IN A NORTH-SOUTH DIRECTION

21,27

I
o e p—
pow—

Y
o

s ot

-

wW3-3
TO MD 263
I
I
U: — ==
Q___Q——J%::{t:if:
- SHOULDER

——
armam | —
U
o

169

PROPGSED

GEOMETRIC LEGEND

EXISTING

AERIAL CABLE

LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

ELECTRIC

TELEPHONE

GAS

SEWER

WATER

A
E
T
G
S
W

E N O g om >

CABLE TV TV

13,14,17,18

R
4
(G

SIGNS

20q 20b
Cox P wdp | g Cox NP
D3-2
DUAL FACED
(VARIABLE x 16"}
16a 16b

Old Town fP wip

4= 0ld Town RP

Cox RO
T 11
wW3-3
15,19,25 26
LEFT TUR
YIELD
ON GREEN
o ONLY
R10-12 R3-5R
(36"x42'") (30" X 36')

et T e
e
e e T

- —
—_ =
jommnt
-

D3-2
DUAL FACED
{VARIABLE x 16™)

24,30
R
Solomons |Is. RP
D3-2
DUAL FACED
(VARIABLE x 16')

22 03 28
SOUTH NORTH NORTH
iAo ] [ YLD |

ASSOCIATED « ASSOCIATED
SHIELD SHIELD
ASSEMBLY ASSOCIATED ASSEMBLY
(24" X 51" SHIELD (24" X 51
ASSEMBLY
(36" X 75"

——
—
—_ —

e i e S T T
P e e B
e i i i s 5
e e T T o e
—— — = —
e —— o T
e ———— T — T
— prammrat

e = T
— =

29

SOUTH

4

S

ASSOCIATED
SHIELD
ASSEMBLY
(36" X 75"

—
— —
—

— —

e
—_— —
—— ——
e
— —
—
i
IR
O
Q O O .
© e
U
i e
e
- —
I
e
e

i
- i o
e i A
s

SIGNAL HEADS
36,9 7 0

C&P
1017 1/2

@&

SEMCO
a" TRANSFORMER

C&pP
1018
CaP
SPLICE BOX © g%k

21

05

NEMA PHASING

02

26 07

24

28

PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
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12" x 30' steel strain pole, 15' lighting arm with ¢ 250W-HPS lumingire, opticom detector

EQUIPMENT DETAILS

eye and 1-3" weatherhead. (Note: 1-2" PVC (Sch. 80) bend.)

12" x 3Q' steel strain pole and 1-3" weatherhead. (Note: 1-2" PVC {Sch. 80) bend.}

12" x 30' steel strain pole, 15' lighting arm with ¢ 250W-HPS luminaire, ond 1-3" weatherhead.
1-2" PVC (Sch. 80’ bend.)

(Note:

NEMA size "6" base-mounted cobinet and controller with all necessary equipment, meter socket
and disconnect switch.(Note: 1-2" golvanized steelbend, 1-3" PVC (Sch. BO) bend and 2-4"

PVC (Sch. 80) bends.)

3/8" steelspan wire, traffic sighal heads and signs. (Note: Signol heads ond signs are

tethered using 1/4" tether wire.)

3/8" steelspan wire, traffic signal heads and signs. (Note: Signal heads are tethered

using 1/4" tether wire.)

Micro-loop probe.

6'x 30'loop detector encased in 1/4" flexible tubing quadrupole type (3-8-3).

Handhole.

2" polyvinyl chloride electrical conduit (Sch., 80).

3" polyvinyl chloride electrical conduit (Sch. 80).

4" polyvinyl chioride electrical conduit (Sch. 803.

Existing underground electrical service by SMECO.
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GENERAL NOTES:

utilities.

1. This plan reflects only those underground utilities
that were apparent at the time of this location being
asbuilt. A detailed review was not undertaken and this
plan should not be construed as representing all
underground utilities in the area.

2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of all existing
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